SNAP Installation and
Configuration (for Windows)
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Installation Assumptions

This example assumes you used Windows to download the
SNAP client to your Windows machine

Your set-up may vary, so please apply the fundamentals of these
Instructions to your personal set up

If you get stuck, please contact support@sonicsinc.com for
Immediate assistance
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Installation

Locate the SNAP download package you saved during the registration
and download process

& C:'.Documents and Settings’,stephen.SONICSINC.COM',Desktop'.snap

File Edit “iew Favorites Tools  Help | d.
=~ ( B 5 -

@Back - \) e lﬁ |pSearch |~ Folders | = (3 x g |

Address I@ Ci\Documents and Settingststephen, SOMICSING, COM\Deskiopisnap j Go

. snap_client_windows . zip
63,774 KB
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Unpacking
Unzip the file using a decompression tool such as Winzip or Winrar

& C:"Documents and Settings®, stephen.SONICSINC.COM' Desktop', snap

File Edit “iew Favorites Tools  Help

Qe - O - 1Y 33 X 9 @

Address IE} C\Documents and Settingststephen, SOMICSING . COM Desktopisnap

|
pSearch " Folders

=nap_client_windows. zip| m ---k Iicense__key.enc " R_EADME.htmI L snapCapture-win-1.3.0.zip — user_lf.ey.enc
_._.—._; '_:E, iR aaal | EMC File Firefow Docurnent 63,750 KR e gaal| EMC File:
3,774 KB CELL | v 160 KE ' LKE

The package will extract leaving four files
o README.html
o license key.enc

o shnapCapture-win-1.3.0.zip (where “1.3.0” is the version number of the tool. This may
be different in the version you have downloaded. That's OK!)

o user_key.enc
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Installation (if at any time these instructions don’t match your
experience or you need to modify anything, please refer to the
README.html included with the package).

Now unzip the “snapCapture-win-1.3.0.zip” file

This will create a sub-directory of the current directory called
shapCapture

Create a new directory for your license keys called ‘keys’ and move
your “license_key.enc” and “user_key.enc” to it

Now you should have a directory that looks like this

& C:'Documents and Settings',stephen.SONICSINC.COM'\Desktop'snap

File Edit Wiew Favorites Tools Help

Qu«-Q - ¥ 5 5 X 9|

Address I@ Ci\Documents and Settingsistephen, SOMICSIMNG, COM| Desktopisnap
63,774 kB 160 KB 3,759 KE i ZNARL-SptUre: [ 'y

L
pSearch l{.-- Folders
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Running and Configuration

Double click the “snapCapture” folder
o You will see more folders in this directory

RL!' C:\Documents and Settings', stephen SONICSINC.COM', Desktop'. snap'snapCapture

File Edit “iew Favaorites  Tools  Help

@Backvovl_w =¥ (P xg '

Address I@ Ci\Docunients and Settings)stephen, SONICSINGC COM\Desktoptsnaplsnap”apture

®
P Search g Falders

. Ny

‘;J docs ‘;J GrLin3z ‘;J apd ‘;J snapapture
| | | |

Now double click the * snapCapture " folder

& C:',Documents and Settings'stephen.SONICSINC.COM', Desktop', snap'.snapCapture’,snapCapture

File Edit Wiew Favorites Tools  Help

@Back - O - L@ |pSearch i Faolders | |._JS |3 x q | v

Address I@ CiiDocuments and Settingsistephen, SOMICSING, COM\DeskiopisnaplsnapCaptureisnapCapture

-

== n—" "

:J configuration ;J jre ;J plugins
| | |

= snapCapkure.ini

= Configuration Settings

= 1KB

5 .edipseproduct
a4 ECLIPSEPRODUCT File snapCapbure, exe
=| 1KE

s

Locate “ snapCapture.exe ” and double-click to launch the tool
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Once open, the tool will look like this...

In order to complete the configuration of the tool, the license
key and user key must registered

MNAP Capture Tool

File Edit Wew Window Server Help
1010 (5] % # | 35

flayerl —

AHE -

hub1

Skructure 23] Connectlons| Performance and Q05| Plpellnlng| Address Map| 50ckets| C\ocks| =08 @QulckHe\p x4 =08

The Structure kab provides an alkernative,

‘ port | Master | protocol | Layer | hub | | port | Slave | protocal | text-based table version of the diagram view and
may be preferred for extremely large

configurations.

AE this time this tab is view-only, The tab contains
twao kables: one For master ports and the other For
slave ports. The calumns display the name assigned
to each port, the protacol implemented at that port,
the name of the companent {layer, branch, initiator,
or karget) that supplies the part, and the name of
the hub that supports that component. When you
d I _'I select an existing layer or branch name, the LI

reakmeal and bk calle sokamskicalhe vaFlack Fha

Message Area &d =08




SNAP Installation and Configuration EISONICS

Enabling and registering keys

User Key

o Open the Preferences dialog using the Window > Preferences
menu item

o Click ‘User Key’, then click “Browse”
o Navigate to your ‘/snap/keys/’ folder, then click ‘user_key.enc’, and
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Enabling and registering keys

License Key
o Open the Licenses dialog using the Server > License

o Click Add to open a file browser.
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Enabling and registering keys
License Key

o Navigate to )(<our ‘Isnap/keys/’ folder, then click ‘license_key.enc’,
and then, ‘OK’

-

o Make sure to click the check box next to the “license 1” text

-

o Click “Close” to close the dialog box



More Information

You have now successfully installed and configured the
SNAP Capture tool!

Please visit our SNAP support page for more tutorials
Including:

o SNAP Registration and Download

o SNAP Installation and Configuration

o SNAP Design Capture Overview

o SNAP Evaluation and RTL Generation

o And more...



