
SNAP Pre-configurations
SNAP_basic



Personal 
Media Player (PMP)

Typical PMP SoC Design 
Features
� 9 initiators

o CPU, MPEGx Decoder, 
USB, Tuner, etc.

� 22 targets
o Display (LCD, Video Out), 

Storage (DVD, HDD), 
removable storage (CF, 
Memory Stick, etc.)

� Typical System speed: 
133MHz - 150MHz

SNAP_basic Example Configuration



SNAP_basic – System Block Diagram
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SNAP_basic – SNAP View of Block Diagram



SNAP_basic – GUI Design Capture



Achieved Frequency
� TSMC 65LP: 187MHz

Achieved Area
� TSMC 65LP: 77K gates

� 31 cores: 2484 gates / core

� Cost to add additional…
oAHB Master layer: 900 gates

oAHB Master: 1000 gates

oAHB Slave branch: 1500 
gates

oAHB Slave: 100 gates

oAPB Slave branch: 20 gates
oAPB Slave: 45 gates

77K gates

SNAP_basic – By the Numbers



More Information

Please visit our SNAP support page for more SNAP 
pre-configurations and tutorials including:

� SNAP Registration and Download
� SNAP Installation and Configuration
� SNAP Design Capture Overview
� SNAP Evaluation and RTL Generation
� And more…


